
 
FOR IMMEDIATE RELEASE     

 
XView 280x Software Utility Simplifies ENERGY STAR® Testing  
 

 
SAN DIEGO, CA – XiTRON Technologies, Inc., an industry-leading provider of power testing 

solutions for nearly two decades, announced the release of new XView ENERGY STAR support 

software for the 280x family of power analyzers. This utility simplifies and automates data 

collection and reporting for measuring the power consumption of the various operational modes 

for the ENERGY STAR Program Requirement for Computers version 4.0.  Version 4.0 Tier 1 

goes into effect July 20, 2007.  This requirement applies to desktop computers, desktop-derived 

servers, game consoles, notebook and tablet PCs and workstations.  The XView software follows 

the exact testing procedure as outlined in Appendix A of the Program Requirement.  

 

While all XiTRON precision test equipment is designed to be used in a completely standalone 

manner,  XView software enhances instrument configuration, data collection, viewing and 

reporting.  The 2801 and 2802 Power Analyzers are ideal for ENERGY STAR testing whether 

testing low standby power levels or for highly accurate efficiency levels.  These analyzers meet 

the ENERGY STAR and IEC 62301 Ed 1.0 requirements by a margin that is typically 10:1 or 

more. The 280x power analyzers also meet the requirements of the California Energy 

Commission, the Climate Savers Computer Initiative, The Australia Greenhouse Office, the EU 

Code of Conduct for Power Supplies, 80Plus, and many other international testing requirements. 

 

XView tools are designed for data viewing or data collection where results can be recorded in an 

Excel-compatible file for post-processing, insertion into reports or for archiving. Other XView 

software tools and drivers are designed for viewing multiple measurements on a single screen, 

creating automated test sequences, or configuring instruments. This new software can be 

downloaded free of charge from the XiTRON web site at http://www.xitrontech/support.html. 

      --more-- 
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About XiTRON Technologies 

XiTRON Technologies develops and manufactures innovative power test and measurement 

products and bioimpedance spectroscopy instrumentation.  A bioimpedance pioneer since 1990, 

XiTRON was one of the first companies to realize the promise of this technology by bringing 

patented, accurate, and effective solutions from the research lab, into mass manufacturing and to 

users. XiTRON’s medical products have changed the way many researchers view bioimpedance 

spectroscopy and its applications in usefulness. With a pipeline of potential new products, 

XiTRON remains the world leader in advancing this technology to dramatically improve 

people’s lives.   

XiTRON’s test and measurement group also continues to advance technology with innovative 

and first-to-market solutions for many of today’s engineering and production testing 

requirements.  XiTRON’s leadership position in areas such as ballast and power supply testing 

continues as customer demands are evaluated and new solutions are introduced. To learn more 

about our pioneering technologies, please call 858-530-8099 or visit www.xitrontech.com. The 

company is ISO 9001:2000, EN46001 registered, and FDAGMP 820 compliant.  

                                                      ###   

 

Editor’s Note: For additional photographs or information, please contact John Juneau,  

760-602-0088.   Screen capture follows. 

L o s   A n g e l e s    •    S a n  D i e g o    •     P i t t s b u r g h 
2710 Loker Avenue West – Suite 180 

Carlsbad, California 92008 
Telephone 760-602-0088    •    Fax 760-602-0028 

www.hmconline.com 

 

 

http://www.xitrontech.com/

	XiTRON Add 1-1-1-1-1
	About XiTRON Technologies


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


